
 

Specification Sheet for our RX Rigid Duct, 

heavily insulated hoses with no wear strips 

 

Our RX Series Hose contains of:  

Inside Wire Hose : 8ó, 10ó, 12ó and 14ó are our Standard Diameter Sizes 

Fabric on Inside Wire Hose:   13 oz. /sq. yd. +/ - 10% 

  Scrim: 9 x 9 count  

  Film: PVC film, laminated to both sides of scrim  

   

Wire: Spring steel  

   Pitch: 2ó to 6ó 

Length:  1õ to  30õ  

 

The Wire Body is wrapped into a 14oz. PVC 

Coated Polyester Jacket, on  one side of the 

Jacket Fabric the PVC coated Polyester is laminated with a 1ó thick 
RM6300 Fiber.  

1ó thick Fibramat Product  
 - RM6300 Fiber is a unique construction of 100% non woven polyester fibers with excellent 

thermal and acoustical properties. Fibramat has no noticeable odor and will not provide               

sustenance for mold growth.  

Color:   White             Weight:  0.67 osf         Thickness:         1ó (.125ó + 0.25ó)  

    

Density:  1.00lb/ft3 @ 1ó R-Value:  5.465 @ 1ó for the entire Hose Unit 

Flammability:   UL94 HF1, Pass ,  FMVSS302, Pass , UL File# E226545, UL94 HF1 Certified

  

The wrapped Jacket around the Wire Body is permanently closed with a 2ó velcro strip 

and a 1.5ó wide adhesive closure.  



We provide the RX Hose with a cuff of your choice:  

- Velcro Cuffs  

- Zipper / Velcro Cuffs  

- Clamp Cuffs  

 

Thread: to sew the cuffs onto the RX Hose ends we use:  

 -  A high tenacity plied and twisted UVR Bonded Filament           

 -  Polyester Sewing Thread  

Brand name:      Poly UVR Bonded  

PLY:        3 

Ticket size:  BD138 

Size with lube:     21.2 LBS 

(Average)   9616 Grams  

Elongation:         15 % 

 

Should you want information in greater detail and or a diagram showing the location of 

each of the referenced Components please contact us:     

                                        

AmCraft Manufacturing Inc.   

167 Joey Drive                                           

Elk Grove Village, Illinois 60007  

Phone:  847-439-4565  Fax: 847-439-2194 

E-mail:  amcraftmfg@sbcglobal.net  

www.amcraftpcahoses.com  

14 oz. PVC Coated Polyester Outer Layer Material Specifications 


